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Utilizing a finely tuned magnetic damping 
system, AT-B series automatic levels quickly level 
and stabilize the line of sight. These precision 
instruments ensure reliable leveling even when 
working near heavy equipment or busy 
highways where fine vibrations could be present. 
The automatic levels feature IPX6 protection 
against powerful water jets from all directions 
and are fully resistant to driving rain and 
splashing water.

Horizontal angles can be directly read in 1° or 
1gon units. Free rotation feature allows you to 
read any angle from zero. The circle is covered 
for protection against dirt and scratch. The 
readout window is located below the eyepiece 
for quick reading.

AT-B Series Features:
    * Durable, Dependable, High Value Auto Levels
    * 3 Models - 32x, 28x, and 24x Magnifications
    * Rapid, Accurate, and Stable Automatic 
Compensation
    * Ultra-Short 20cm (7.9 in.) Focusing
    * All-Weather Dependability
    * Clampless, Endless Fine Horizontal Adjustments
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DL-502 / 503 – Electronic Digital Level

World's First "Wave-and-Read" Technology

Topcon DL-500 series digital levels 
maximize work efficiency and minimize 
human error, providing consistent 
measurement precision and speed, 
regardless of operator skill.
ncorporating cutting-edge Random-
Bidirectional (RAB) coding technology, an 
optimized digital processing algorithm, the 
DL-500 provides exceptional 
measurement accuracy, stability and speed, 
under a variety of environmental 
conditions. Even when the staff surface is 
partially shaded, or in dim lighting 
conditions as low as 20 lux, a single button 
triggers measurement and the DL-500 
instantly provides reliable results.
The world's first "Wave-and-Read" 
technology provides an additional survey 
style option that allows a rod operator to 
wave the staff forward and back, instead of 
keeping the staff plumb. This simpler 
method is faster, easier, minimizes the 
fatigue and is just as accurate.

Pre-installed measurement programs assist 
various leveling tasks and accompanied 
calculations. Internal memory stores field 
data, and can be directly transferred to your 
computer via serial cable, eliminating 
human error. 
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